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Technical tolerance: 5%
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Technical tolerance: 5%
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Control Gear                                             Fairchild Technology

LED Module                             High-power LEDs on metal-core PCB.

                                            Collimating lens made of optical polymer/pmma

Anti-Glare                                                               Option

Electrical Protection                               EMC, inrush current

Electrical Class                                                           1

P r o d u c t  D e s c r i p t i o n

150° 120°

90°90°

60°
60°

30°

0°

30°

180°Intis-12

1190Lm
at 3000K-38deg

Type: Mount Celling Downlight
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Technical tolerance: 5%
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Type Celling



Technical tolerance: 5%
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220VAC (50-60H
z)

BROWN
YELLOW & GREEN

BLUE

BROWN
YELLOW & GREEN

BLUE

BROWN
YELLOW & GREEN

BLUE

L

N
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Series 
Name Watt CCT

Code
Angle 
code

Function 
Code

Material 
Code

Finishing
Code

Internal
Code

Series Name

Wa�: Power consump�on

CCT Code(3) :  
S: Single color: 27(2700K); 30(3000K); … ;65(6500K); xR(Red), xG(Green), xR(Blue)
D: Dual Color: RG (Red - Green); ....
F: RGB
E: RGBW: RGB2 (RGBW (W=2700K)), RGB3 (RGBW (W=3000K)), .....

Code Product

Angle: Sp (Special); 1D: 1 Door; 2D: 2 Doors; 3D: 3 Door; 4D: 4 Doors;...

Diffuser 5 10 15 24 36 45 60 90 120
10
x 
30

10
x 
45

10
x 
80

20
x 
40

30
x 
60

00 1 2 3 4 5 6 7 8 9 13 15 18 24 36

Func�on Code:
0: On/Off; 1: DMX512; 2: Dali; 3:0-10V/1-10V; 4:Triac; 5: PWM; 6: KNX; 7: Zigbee; 
8: Z-Wave

Material Code:
Al: Aluminium; I4: Stainless 304, I6: Stainless 316; Br: Brass; MP: Metal Pending; 
Wo: Wood, PL: Plas�c

Finishing Code:
G: Gray; B: Black; W: White; I: Stainless; C: Copper; Glass: C

Internal Code

Staff Code Warranty Drawing Code
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